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Holder of Certificate: ERS EuRope-Systems GmbH
Marie-Curie-Str. 7
64653 Lorsch
GERMANY

Certification Mark:

 
Product: Cable holders

Cable Glider RopeFix®

Tested according to: PPP 52347D:2024

With this certificate, in its capacity as a notified GS body, TÜV SÜD Product Service GmbH issues the 
GS Mark to the named certificate holder for the declared product with the named model designation in 
accordance with section 20 ProdSG (German Product Safety Act). The product meets the safety and 
health requirements of section 20 (3) ProdSG. The manufacturer is reminded of their obligations in 
accordance with section 24 ProdSG. The certification marks shown above can be affixed on the 
product. It is not permitted to alter the certification marks in any way. In addition, the certificate holder 
must not transfer the certificate to third parties. This certificate is valid until the listed date, unless it is 
cancelled earlier. All applicable requirements of the Testing, Certification, Validation and Verification 
Regulations of TÜV SÜD Group have to be complied. For details see: www.tuvsud.com/ps-cert

Test report no.: 713337770-000

Valid until: 2029-08-12

Date, 2024-08-22

( Lisa Götz )

http://www.tuvsud.com/ps-cert
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Model(s): 40S, 50-40S, 50S, 80S 

Parameters:

Allowed wire cable:
The used ropes must have a rope strength of at least 1770 N / mm².
Wire cable construction according to DIN EN 12385-4: 2008.

Remark:
Only for stationary, static load. The RopeFix are inappropriate for all kind of dynamic movable.

Note:
The specified workloads do not apply to event technology. The workloads (WLL) apply here according to the 
specifications of the DGUV regulations, DGUV Information 215-313, which are not the scope of this certificate.

Line Ø Cable
[mm]

Workload
[kg]

Breaking 
force
[N]

Guide thread Housing 
diameter

[approx. mm]
40S 4,0 150 8.000 M7x1 20

4,0 100 5.00050-40S 5,0 100 5.000 M9x0,75 25

50S 5,0 250 12.500 M9x0,75 25
6,0 360 18.00080S 8,0 600 35.000 M12x1 40


		2024-08-22T10:04:51+0200
	
 TÜV SÜD Product Service GmbH 
 Certification Body 
 Ridlerstraße 65 
 80339 Munich 
 Germany 
 
 TÜV SÜD America Inc. 
 401 Edgewater Place Suite #500 
 Wakefield, MA 01880 USA 
 
 TÜV SÜD PSB Pte Ltd 
 15 International Business Park 
 TÜV SÜD @ IBP 
 Singapore 609937 
 
 TUV SUD BABT 
 Octagon House 
 Concorde Way 
 Fareham 
 Hampshire 
 PO15 5RL 
 United Kingdom 
 
 TÜV SÜD Certification and Testing (China) Co. Ltd. 
 No. 10 Huaxia Rd.(m) 
 Xishan District 
 Wuxi 
 Jiangsu 
 P.R.China 
 
 TÜV SÜD SFDK 
 Av.General Valdomiro de Lima, 833 – Jabaquara 
 São Paulo – SP 
 04344-070 
 Brazil
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




